
Part Numbers
159010-000 - (IDXact Plus) Traditional USB, Ethernet over USB, or Ethernet connection, three light sources (RGB, UV, IR)
159000-000 - (IDXact) Traditional USB, Ethernet over USB, single light source
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Scanner Dimensions
Height: 5.1 in (12.9 cm)
Width: 4.5 in (11.5 cm)
Depth: 8.1 in (20.6 cm)
Weight: 3.5 lbs. (1.6 kg)

Document Feeding
Vertical entry slot for scan-and-return
Auto-feeding or pre-staging of IDs (under application control) 

Document Handling
Identification cards or similar documents (non-embossed) compliant with 
ISO/IEC 7810 standard ID-1 (size 3.375 x 2.13 in, 85.72 x 54.10 mm)
ID cards thickness 0.68 mm to 0.84 mm

Light Sources 
IDXact: White – front and back 
IDXact Plus: White, UV (365nm) and IR (850nm) – front and back 

Images
600 dpi image sensor
Image resolution 300x300 and 600x600 dpi (all light sources)

Image Compression Standards
JPEG 

Scan Time
Less than 2 seconds at 600 DPI
IDXact: RGB in a single scan-and-return
IDXact Plus: RGB, UV and IR in a single scan-and-return

Productivity Functions
Smart Button: Combined power switch, clear document jam, activate 
cleaning mode, mode switching
Multi-colored LED status light
Two section RGB light-pipe for messages to user, under application control 
Image auto-orientation

PDF 417 Recognition
Built-in PDF417 barcode extraction, subject to applicable licensing 
requirements

Connectivity
USB 2.0
10/100 Mbit Ethernet (IDXact Plus only)
USB Hub
Category 5e Ethernet (IDXact Plus only) and high-speed USB 2.0 cables 
included

Application Programming Interfaces (API)
SecureLink 2.0 - Ethernet (IDXact Plus only)
SecureLink 2.0 - Ethernet over USB
Securelink over USB – Traditional USB (WinUSB driver)

Supported Operating Systems
SecureLink 2.0 – Ethernet: OS Independent (IDXact Plus only) 
SecureLink 2.0 – Ethernet over USB: Windows 11
SecureLink over USB: Windows 11

Standard Warranty
One year pursuant to Digital Check Corp.’s limited product warranty

Power Requirements
External 100-240 VAC @ 50/60 Hz power supply, auto-sensing
Operating Power: 20 W
Standby Power: 5 W

Environmental
Operating Temperature: 60° - 90° F (15° - 32° C)
Operating Humidity: 35 - 85% non-condensing

Certifications
Safety:
UL, cUL, CE, BIS
Emissions:
FCC: Class B
ICES-003
CE
Power Supply Efficiency: 
DOE Level VI
RoHS Compliant




